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P-SR20/30/40
Cinema sound rack

The P-SR20/30/40 is a stand-alone 19” rack with 
useable height of 20,30 or 40 rack units and 60 cm 
wide. Specially designed for cinema sound 
installations.

It is completely assembled at the factory and ships with 
pre-installed accessories to save installers time in the �eld while 
eliminating packaging waste. Racks include steel removable side 
doors and top ceiling. 

All structural elements are made of steel and �nished in a durable 
black powder coat while side doors are �nished with ochre 
painting. They are equipped with two pairs of steel rackrail, front 
and back, and with 4 adjustable feet ( optional wheels).  Power 
distribution is installed in every rack providing 6 free power 
outlets fed from one single general power input to the rack.

Can be supplied with the cinema audio monitor P-MR5C installed 
to make a prelisten of all 5 cinema channels ( L,R,C, SL, SR)  

INCLUDED ACCESORIES P-SR20
 + PRM 5C

P-SR40P-SR30
 

P-SR20
 

Screw, washer, caged nut

19’’ rack shelves

Cabled power outlets

Power terminal blocks

5 channel rack monitor

Speaker cable & terminal block
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SCREWS, WASHERS
 & CAGED NUTS

19’’ RACK SHELVES CABLED POWER OUTLETS TERMINAL BLOCKS
& POWER CABLING

5 CHANNEL AUDIO
RACK MONITOR

SPEAKER CABLING
& TERMINAL BLOCK

P-SR30
 + PRM 5C

P-SR40
 + PRM 5C
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MEASUREMENTS

         
          TECHNICAL CHARACTERISTICS

Distributed load capacity 480 kg (static) 300 kg 
(dynamic)

Ships fully assembled to save time

Power distribution via single input (terminal block) and 6 
AC power outlets

Internal power cabling

Locking removable side panels for easy integration

Includes front and rear adjustable rackrail

Supplied with shelves, caged nuts and screws. (See table)

Can be supplied with a cinema audio monitor P-MR5C 
installed

Net weight: 36.6kg (20U), 43kg (30U),51Kg (40U)

Gross weight: 42.6kg (20U), 49kg (30U),57Kg (40U)

MODEL

114.5 x 58.4 x 48.5

159 x 58.4 x 48.5

203.5 x 58.4 x 48.5

Height x Width x Depth   (cm)

P-SR 20

P-SR 30

P-SR 40

P-SR20/30/40
Cinema sound rack




